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e 5. EARTHEN TRASH EMBANKMENT SHALL BE CONSTRUCTED IN LIFTS
W NOT TO EXCEED 6 IN. IN HEIGHT. EACH LIFT SHALL BE
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GENERAL. NOTES:

1. MATERIAL LISTS PREPARED BY 3uvER ARE TO BE USED AS A GUIDE TD INCICATE
THE MAGNITUCE OF THE PROJECT. THE SELLER  SHOULD PREPARE
MATERIAL LISTS OR OTHERWISE VERIFY THE MATERIAL REQUIREMENTS FOR THE
PROJECT.

. 2. BURIED RASTE MATERIAL AT THE SITE WILL REQUIRE SPECIAL CARE DURING
EXCAVATION & RECOMPACTION. SEE SHEET FSD16994 FOR SURIED MATERIAL
LOCATIONS & SHEETS FSD16666-63 & FSD16977-79 FOR LANCFILL DISPOSAL
REQUIREMENT, :

3. AFTER EXCAVATING THE POND BOTTOM TO ELEV. 706 ALL SEAMS, LENSES & ZONES
OF GRANULAR SOIL SHALL BE REMOVED TO A DEPTH OF 3 FT. AND REPLACED AITH
SUITABLE MATERIAL AS DIRECTED BY THE CONTRACTING OFFICER. THE BASE SHALL
THEN BE PROOF-ROLLED & COMPACTED TO A MAX. DRY CENSITY OF AT LEAST 100%.

4. PRIOR TO THE CONSTRUCTION OF EMBANKMENTS THE ORIGINAL GROUND SHALL BE
CLEARED OF ALL BRUSH ANC LOOSE SOIL. THE REMAINING GROUNG SHALL THEN 8€
KNEADED WITH A HEAVY SHEEPSFOOT ROLLER TO INSURE PROPER BONDING OF THE
FILL WITH THE ORIGINAL SOIL EXCEPT WHERE BENCHING IS REQUIRED.

EANMT GRID

. COMPACTED TO 90-95% OF MAXIMUM DRY DENSITY WITH
- MOISTURE CONTENT BETWEEN -2 AND +5% FROM OPTIMUM.
. FOR COMPACTTON OF TRASH WITHIN EMBANKMENT, SEE SPECS.

€. LOCATIONS OF EXISTING PIPING. DRAINS, WATER LINES,
ELECTRICAL CONDUITS, SEWERS AND OTHER STRUCTURES ARE
BASED ON THE MOST RECENT INFORMATION AVAILABLE
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. 7. BACKFILLING AND COMPACTION OF ‘N.L PIPING & STRUCTURES

W IO ALL APPURTENANCES MNOT SHOWN OR NOT IN THE LOCATiON
INDICATED SHOULD BE CALLED TO THE ATTENTION OF THE
CONTRACTING OFFICER AND JF- POVAL. OBTAINED BEFDRE
PROCEEDING WITH THE MORK. .

. SHALL BE PERFORMED UNOER THE SUPERVISION OF THE
. CONTRACTING OFFICER.

N 8. ELEVATIONS SHOMN ON ROAD SECTIONS REFER TO FINISHED
% GRADE OF PAVEMENT.

9. AL DISTURSED SOIL TO BE SEEDED UNLESS OTHERWISE
I NOTED. SEE SPEC'S.

10. SELLER SHALL FURNISH REQUIRED INDEPENDENT SOILS
ENGINEERING AND LABORATORY ASSISTANCE TD INSPECT
EXCAVATION, PLACEMENT, AND COMPACTION OF EMBANKMENTS.
SELECTION OF THESE SERVICES TO BE SUBJECT T0 Al ,
OF CONTRACTING OFFICER; SOILS ENGINEER SHivl f6PORT 10§
AND BE RESPONSIVE TO CONTRACTING OFFICER. THESE SER-
VICES ARE REQUIRED TO MAINTAIN CRITICAL U#PACTION

LEE AL R SR, PER i MATERIALS.

wILOO

SEE WG,
AL L GER

/ /
NOTE
/ Y ORAINAGE TUBING HFY &Y
ADUVANCED DRANAGCE SYSTEMS, ING

] I | DENSITIES, TO DISTINGUISH BETWEEN A0CESYE AND
M ONC. VAL VE 2p 7 mm‘a's er ﬁﬁ?ﬁ
™ EXSET - P e
e ‘ | 7= sy 720.99 PROVIDE PROPER ENCAPSULATIIN (s
¥

11. SEE SPECIFICATIONS FOR ROACWAY CONSTRUCTION AND
COMPACTION REQUIREMENTS.
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